DRG-Pre-compressed Tape
BG1 (600 Pa)

Precomressed Tape BGLl is an pre-compressed sealing tape with a

slow expansion made out of impregnated permanently elastic fine cell soft
polyurethane foam. It is suitable as a sealant for joints and connections in
overground working and underground construction (e.g. sealing of window
connections, exterior and interior buildings, heat insulation systems for
outside walls, wood-, plastic-, and metal constructions, new buildings and
refurbishing)

Manufactured and approved according to the quality assurance standard
ISO 9001 and approved by an independent

institute acc. to DIN 18542. -lq—;
Technical Data (b)
L
Material Polyurethan-softfoam gray oder black %
Impregnation modified polyacrylate — free of plasticizer "c'u'
Air tightness DIN 18542 DIN 18542.8.2 a < 1,0 m¥/[h-m-(daPa)n] D
(a-Wert) R
Stress group DIN 18542 BG1 0
Water vapour permeability DIN 18542.8.9 <05m c
Sd-value i -
Weather resistance DIN 18542.8.6 fulfiled 0
(<))
Driving rain resistance DIN 18542 <600 Pa |_
Temperature resistance DIN 18542.8.5 -20to +80 °C
Compatibility with other DIN 18542.8.7 fulfiled
building materials
Burning rate DIN 18542.8.10 B1
Thermal conductivity A0.tr = 0,0540 W/(m-K)
Gap sound isolation R ST, w, max = 55 dB

Storage stability 1 year (at temperatures of +5 up to +25 °C keep dry and free of dust, no direct exposure to sun or
other heat sources).

Environment Free of plasticizer, heavy metal, organic chlorine and bromine compound,
bitumen, asbestos, CFC, formaldehyde, nonylphenole as well as lightly
volatile emissions (VOC) and fogging. Based on the present knowledge
and experience our DRG-Precompressed Tapes are not a dangerous
substance for the purpose of the Chemicals Act and comparable ECguidelines. (ReaCH)
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Precomressed Tape BG1 is an pre-compressed sealing tape with a
slow expansion made out of impregnated permanently elastic fine cell soft
polyurethane foam. It is suitable as a sealant for joints and connections in
overground working and underground construction (e.g. sealing of window
connections, exterior and interior buildings, heat insulation systems for
outside walls, wood-, plastic-, and metal constructions, new buildings and
refurbishing)
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Manufactured and approved according to the quality assurance standard
ISO 9001 and approved by an independent
institute acc. to DIN 18542.
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Stress group
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DIN 18542
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Water vapour permeability
Sd-value
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≤ 0,5 m
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Weather resistance
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Driving rain resistance
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DIN 18542
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Temperature resistance

alfred.pueschel
Schreibmaschinentext
DIN 18542.8.5
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-20 to +80 °C
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Compatibility with other
building materials
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DIN 18542.8.7
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Storage stability
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1 year (at temperatures of +5 up to +25 °C keep dry and free of dust, no direct exposure to sun or 
other heat sources). 
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Free of plasticizer, heavy metal, organic chlorine and bromine compound,
bitumen, asbestos, CFC, formaldehyde, nonylphenole as well as lightly
volatile emissions (VOC) and fogging. Based on the present knowledge
and experience our DRG-Precompressed Tapes are not a dangerous
substance for the purpose of the Chemicals Act and comparable ECguidelines. (ReaCH)
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Thermal conductivity
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λ10.tr = 0,0540 W/(m·K)
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Gap sound isolation

alfred.pueschel
Schreibmaschinentext
R ST, w, max = 55 dB
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DIN 18542.8.9
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DIN 18542.8.6
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DIN 18542.8.10
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< 600 Pa
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