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Technical Information  – Product characteristic
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2/2Flame-retardant pure aluminum adhesive tapes in accordance with DIN 4102, building ma-
terial class B1, with approval mark P-BHH-2012-1010 (not 941). For sealing intersections on 
aluminum-laminated insulating systems. 

910 ALU SE:  Flexible, strong aluminum carrier
930 ALU SE: Flexible adhesive tape; additional approval marks of the German BG Verkehr/ 
Schiffssicherheit Steuerrad/Zul. Nr. 118.115 and Russian Register 14.00019.272
942 ALU SE: Thicker than standard-quality foil and therefore increasedmechanical strength
944 ALU SE: Assembly adhesive tape ideal for apparatus engineering and manufacturing heat 
and insulating shields for automotive engineering

Technical Information  – Product characteristic

Carrier: pure aluminum foil, soft, plain

Covering: siliconized polyethylene film or release paper

Adhesive: synthetic rubber

910 ALU SE 930 ALU SE 942 ALU SE 944 ALU SE

Carrier thickness 0,03 mm
(30 mµ)

0,025 mm 
(25 mµ)

0,04 mm 
(40 mµ)

0,05 mm 
(50 mµ)

Thickness 0,06 mm 0,05 mm 0,08 mm 0,09 mm

Tensile strength 25 N/cm 20 N/cm 30 N/cm 35 N/cm

Elongation at break 5 % 5 % 5 % 5 %

Adhesion on steel 9,0 N/cm 9,0 N/cm 9,0 N/cm 9,0 N/cm

Temperature range -40 – +80 °C  -40 – +80 °C -40 – +80 °C -40 – +80 °C

Water vapor permeability <1 g/m2 x 24 h <1 g/m2 x 24 h <1 g/m2 x 24 h <1 g/m2 x 24 h

Sd value 1500 m > 1500 m

Building material class in acc.
with DIN 4102 (test certificate)

B1 B1 B1 B1

STORAGE: AT ABOUT 5°C TO 35°C AND DRY IN ORIGINAL PACKING

DRG-Coro 910, 930, 942, 944 ALU SE
Pure aluminum adhesive tapes


