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Our information in this data sheet is based on the results of practical experience and the tests carried out by us and are not warranted characte-
ristics as defined by the BGH case law.
As we have no influence on the variety of materials or their processing Einfluss, no liability can be derived from this information or from the use of 
our technical consulting service. We definitely recommend that you carry out your own tests.

Please take note of our processing instructions!
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The DRG-Multiband 3D is a new, specially impregnated, pre-compressed multifunctional tape 
designed for air and driving rain sealing as well as insulation in window movement joints. It 
features specific zones with different densities to ensure sealing based on the principle „inside 
is more airtight than outside.“

This tape is used in all functional areas of the window movement joint. 

Technical Data - Product Features

Material -- gray polyurethane soft foam

Impregnation base -- Special acrylic with flame retardant adjustment

Joint permeability coefficient DIN EN 12114 a < 0,1 m3/[h-m-(daPa)n] 
internally tested

Schlag rain tightness DIN EN 1027 DIN 18542 BG 1 ≥ 600 Pa

Temperature resistance -- - 30 °C to + 80 °C

Compatibility with other buil-
ding materials

DIN 18 542 BG 1 Requirements fulfilled

Building material class DIN 4102-1 B1 (fire-resistant)

Water vapor permeability, 
SD value

EN ISO 12572 vapour diffusion to the outside 
Inside: 0,55 m
Outside: 0,53 m

ift guideline SC-01/2;
2002-09

59 dB

Thermal conductivity
For a bandwidth of 75 mm

DIN EN 12667 0,046 W/(m≥-K)
Valore U =
0,056 W/(m²-K))

Classification by: DIN 18542 BG1 + BGR

STORAGE: DRY AT ROOM TEMPERATURE IN THE ORIGINAL PACKAGING;
SHELF LIFE 1 YEAR AFTER RECEIPT BY THE CUSTOMER.

DRG-Multiband 3D
Pre-compressed multifunctional tape


